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TEST REPORT
No. 08-0605/01

Product: Stone Light Ground Recessed Lighting Systems
Type: PSL-200
Customer: Stone Light -Harun Aksoy

600 Evler Mh. Atatirk Cad. No:335
BANDIRMA / BALIKESIR

Manufacturer: Stone Light -Harun Aksoy
600 Evier Mh. Atatark Cad. No:335
BANDIRMA / BALIKESIR

Person responsible: Elec Eng Ergiin CENGIZ

Date of issue: 2008-06-08

Distribution list: 2x SZUTEST
1% Producer

Without the written agreement of SZUTEST is forbinden to make copies of any parts of this test report.
The Test Report can be reproduced as a whole only,
The test and examination results are relevant to the tested products only.
The parts of the test report marked like this (*) are outside of accreditation according to ENISO/IEC17025.
The parts of the-test report marked Iike this (**} contain the results of inspection
(no tests in the sense of EN ISO/IEC |1\T_025}.

Merdivenkty Yolu Mavi Plaza No: 10 K4 K Bakkalkdy
Tel.: 490 (216) 469 46 &fh Faks: 90 (216) 465 46 &7
E-posta: infod@szutest.com.tr
www.szutest.com.tr
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The tests have been carried out by virtue of the following documents:
- Order ev. number LVD 808324-1 booked at SZUTEST on 2008-04-21
Contract number LVD 808324 dated 2008-04-21

1. Description of product

PSL-200 is a ground recessed luminaire produced by the Hrn Design — Harun Aksoy. The lighting
sytems consist of the luminaire and the power supply. Luminaire works with 12 Volt De. Equipment
has IP 67 protection degree PSL-200 is a built-in appliance

Technical data

Total Power: 3w

Luminaire Power 082w

Input Volts: 230V 1N-PE 50 Hz
Luminaire working 12V DC

voltage

Dimensions: (mm) 200 X 200 X 25

PSL-200 Power Supply

II. Tested sample

- number of samples: 1
- date of submission:  2008-06-24
- serial No. 0806001

Inspection, tests and evaluations were performed in Inspection, tests and evaluations were performed in
Szutest Turkey by testing engineer S. Oguz SAVAS

Tests were carried out by means of the measuring equipment with the valid calibration.
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ITl. Results of tests and examination

The results of tests and examination are given in the Particular protocols which is the part of this Test
report:

- Particular protocol No. 08-0805/01/T1

- Particular protocol No. 08-0605/01/T2

- Particular protocol No. 08-0805/01/T3

- Particular protocol No. 08-0605/01/T4

IV. The list of used basis

- Order ev. number L\VD 808324-1 booked at SZUTEST on 2008-04-21

- Contract number LVD 808324 dated 2008-04-21

- Particular protocol Mo. 08-0605/01/T1

- Particular protocol No. 08-0605/01/T2

- Particular protocol No. 08-0605/01/T3

- Particular protocol No. 08-0605/01/T4

- ENB60598-1: 2004 Luminaires — Part 1: General Requirements and Tests

- EN 60598-2-13 : 2008 Luminaires — Part 2-13: Particular requirements — Ground recessed
luminaires

The persons stated below are accountable for the accuracy of the above-specified data:
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SZUTEST

Elec. Eng 5.08uz SAVAS Elec Eng Erglin CENGIZ
Test Engineer Manager of Testing Department
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Particular protocol No:
Inspection according to :

Product / Type / Serial Number :

08-0605/01/T1

EN 60598-1:2004 art.10.1

Stone Light Ground Recessed Lighting

System / PSL-200 / 0806001

Page1/1

Examination Engineer: S.0guz SAVAS
Date of Inspection 2008-06-24
Measuring instruments:
Designation Evidentiary Number of Period of | Comme
Number | calibration protocol | validity nt
CE Multitester Ml 15124683 E071220 12.07 12.2008
2094 ]

Requirement (*): EN 60598-1 art.10.1 Insulation Resistance Test

The insulation resistance shall be not less than the values specified in Table
10.1. For Class Il luminaries the value is 1 Mohm

Method: The insulation resistance shall be measured with a d.c. voltage of
approximately 500 V, 1 min after the application of the voltage

Test Results
' Used On ' Insulation Resistance (Mohm)
(500V DC) 1 2 3
, L-DI >999.9 >999.9 >999.9
| N-DI >999.9 >989.9 >999.9
Status: The measured resistance between the Double Insulated parts

and the live terminals do not exceed the values given in

standard.

Uncertanity of measure: It was not required.

Examination Engineer:

Name :Elec. Eng.S.0guz SAVAS

Signature:

",

Control:

Elec. Eng Ergiin CENGIZ




































